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Project: Yale University Morse & Stiles Colleges 

 

Modifications:

A) Modify existing fixture to accommodate (2) CMH 39W Par 30 lamps, lamp holders and
 electronic metal halide ballast.

B) Locate NEMA 3R,IV cast aluminum 8” x 4” x 3” ballast enclosure with (2) cast aluminum
 bullet CMH rated downlight fixtures inside lantern on top of existing 5” x 5” square
 bracket. 

C) Finish Treatment... Clean existing cast brass patina. New ballast enclosure, lighting
 fixtures and hardware with powder coat weathered bronze finish.

Scale: NTS Date: 04/06/10 Type: AE1

YALE UNIVERSITY MORSE & STILES COLLEGES
TYPE: AE1

  

Ballast: Advance IMH239ALF

Finish: Clean Existing  

  

Lamp: CMH 39 PAR 30 L FL4K

Voltage: 120V - 277V   

(Pre-Restoration) (Completed)

General:

�‡ The restoration and modification of existing luminaires shall consist of, electrical wiring,
 custom component fabrication, testing and cleaning.

�‡ Physical restoration shall consist of the repair or replacement of any parts that are missing,
 broken, or damaged.  Replacement shall match the original parts in strength and 
 appearance, including degree of detail.

�‡ Electrical restoration shall consist of the replacement of all electrical components and 
 wiring.  Luminaires shall be wired with UL listed components and tested in accordance
 with UL standards.


